
Elegant and flexible
Architectural downlights.

Reveal the beauty of interior spaces with the 1901 family of stylish lighting products. Designed and made in Great Britain 
the 1901 range brings together over a century of innovative engineering, research and development. 

1901 Family

The 1901 family consists of three key variants; a classic low-glare downlight which 
is ideal for general lighting, and comfortably illuminates everyday tasks. A neat 
and compact rotatable spot which focuses light elegantly and dramatically.
Thirdly, a pendant with a slender, elongated tube, suspended from 1.5m of 
adjustable fabric cable. Ideal for illuminating kitchen islands, dining tables or 
atriums.

Our 1901 family is based on the notion of comfortable, high-quality light, and 
achieves this via a combination of CRI 90+ LEDs, a single lens and a baffle as 
standard.  Spaces are illuminated exquisitely and comfortably, with colours, 
textures and details revealed in their best light.

The 1901 range has nine configurable elements which combine to form your bespoke light fitting. Our partcode matrix makes selection simple. The available 
choices start with the bezel colour, and move through all elements of the product, including the beam angle, IP rating, colour temperature diming method 
and more.
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LED colour options
Choosing the correct colour temperature for your scheme can really 
help to create the right environment. Available in 2700K, 3000K, 
4000K and Dim to warm, we are committed to ensuring that we have 
colour consistency across our range, whether that is downlights, 
ground lights or LED strip lighting. 

Product Details

2700K 3000K 4000K Dim to warm

Fire rated hood accessoryHigh Quality Light
Use a fire-rated hood with any recessed or semi-recessed 1901 
product, which complies with building regulations Part B.

All 1901 products use the same high quality LED technology with an 
excellent distribution of colour across the visible light spectrum. This 
means that the CRI is 90+ as standard, so all colours and textures of 
an interior space are illuminated in the truest, most beautiful light.

All elements of the 1901 product architecture have been carefully 
considered, selected and manufactured. From the sleek cylindrical 
style with hidden fixings, to the flat metal bezels with a matt paint 
finish, to the fabric pendant cables with simple joints. The 1901 family 
is elegant in its simplicity.

1901 Application

Ideal for general illumination of any space. Ideal for highlighting kitchen islands or dining
tables. 

Ideal for illumination of focal points, such as 
artwork or architectural details. 

Downlight Pendant Rotatable Spotlight

400 450 500 550 600 650 700 750 800
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7 Beam angle 8 Dimming 9 IP rating

N Narrow D DALI-2****
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For your installation
Choosing the ideal 1901 fitting.

Use the matrix below to work out which partcode you need.

1 Product type 2 Housing / trim colour 3 Baffle colour

B D

B P

B S

Baffled downlight

Baffled pendant*

Baffled rotatable spot**

B Matt black housing
(by default black cable for pendant)

L Matt white housing
(by default white cable for pendant)

0

1

Matt white baffle

Matt black baffle

VW 1-10V****Wide

C Matt white housing & black cable
(applicable to pendant only)

D Matt black housing & white cable
(applicable to pendant only)
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2 8
3
4

0
0

2 7 N
M
W

D
M
V

I
Leave 
blank

6 7 8 9

4 Style 5 Fixed / Adjustable 6 Colour temperature

0

Applicable to downlights

Applicable to pendants & rotatable spots

1

2

Slim round bezel*

       *Available in fixed only
     **Available in adjustable only
   ***Available as mains dimmable only, and available in medium and wide beam angles only.
 ****Not available in surface mount options for pendants and rotatable spots.

By default pendants are fixed and rotatable
spots are adjustable.

Round bezel

Square bezel

A

F

Adjustable

Fixed

2 7

2 8

2700K

Dim to warm***

3

4

5

6

Single trimless

Double trimless

Surface mount

3 0

4 0

3000K

4000K

Semi-recessed mount
(applicable to rotatable spot only)

107



Product type.
The 1901 family is elegant in its simplicity; a downlight with a slim and discreet flat metal bezel, an elongated and slender 
pendant tube, and a neat and compact rotatable spot

BP - Baffled pendant

1

BD - Baffled downlight
A classic downlight which can be fixed 
or adjustable. A great choice for general 
illumination of any space.

The suspension height of the surface mounted 
pendant can be adjusted by altering the 
length of the fabric-covered cable on site. It 
is also mains dimmable as standard, making 
it perfect for highlighting kitchen islands or 
dining tables.

A great choice for flexible illumination of 
focal points, such as artwork or architectural 
details, creating contrast and drama. Also 
comes with a choice of a recessed or surface 
mounted base plate and a range of dimmable 
driver options

BS - Baffled rotatable spot
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Baffle colour.

All products in the 1901 family are available in matt black or matt white finish

Intelligently engineered with a stylish and sleek design our choice of baffles will create beautifully lit interior spaces.

L - Matt white C - Matt white
with black 
cable

D - Matt black
with white 
cable

1 - Matt black baffle

Our most popular finish is simply discreet and 
stylish.

All our downlights, pendants and rotatable spots are available
with a matt black baffle for low glare.

2

3

Housing / trim colour.

B - Matt black
A great choice to make the product appear 
invisible on a dark surface, or create 
contrasting drama against a light surface.

0 - Matt white baffle
All our downlights, pendants and rotatable spots are available
with a matt white baffle for a discreet look.
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0 - Slim round bezel

1 - Round bezel

2 - Square bezel
Available in fixed only
Cut out size Ø65-68mm

Style.
Downlight options

Mounting options for pendants and rotatable spots

4

5 - Semi recessed (applicable to rotatable spot only)
The remote driver and base plate with rolled springs makes this option ideal for mounting on ceilings and walls with a void space.

Showcasing an aesthetically simple, low-glare luminaire design with superior performance. Choose from round, slim round, 
square, single trimless or double trimless downlight styles to perfectly illuminate residential and hospitality spaces.

Fixed cut out size Ø65-78mm
Adjustable cut out size Ø76-78mm

Fixed cut out size Ø65-78mm
Adjustable cut out size Ø76-78mm
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Cut out size Ø68-86mm

Cut out size 2 x Ø68-86mm

Single and double trimless versions are plastered in place for the ultimate discreet and stylish finish.

3 - Single trimless

4 - Double trimless

6 - Surface mounted
The mains dimmable driver is integrated into the base, which is ideal when there is limited void space.
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The functional fittings are available in fixed or adjustable options.

Creating the ambience and mood of a room is hugely dependant on the chosen lighting. Our selection of colour temperatures 
result in a comfortable yet high impact lit effect which luxuriously enhances interiors and architectural features.

2700K 3000K 4000K Dim to warm
Create an inviting, warm ambiance, 
ideal for living rooms and bedrooms 
where you want to promote 
relaxation.

This is a moderately warm white 
light which is ideal for general use 
in residential projects.

This is a brighter white light so is 
an excellent choice for home offices 
and gyms.

Mimic traditional light sources by 
creating a progressively warmer 
light as you dim the fitting. 3000K 
at 100% brightness is perfect for 
everyday use, or dim all the way 
through to 1800K at 10% brightness 
for a really cosy and intimate 
environment.

F - Fixed A - Adjustable
Fixed downward position achieves a broad spread of ambient light 
throughout a space.

Pendant only 
available as fixed

Rotatable spot only 
available as adjustable

Light can be directed to where it is required, such as highlighting features 
and artwork on walls.

Fixed / adjustable.

Colour temperature.

5

6
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Choose from a choice of drivers to suit any control preferences.

M - Mains driver
A mains driver is suited for dimming via a mains circuit and dimmer 
switch. Comes with the Collingwood Easy-fit connector to speed-up
the installation process.

D - DALI-2 driver
Commission a DALI-2 system to control individual 1901 fittings,
or groups of fittings, with the smooth and simple operation as
expected from this digital protocol.

V - 1-10V driver
The choice for dimming via an analogue 1-10V control system. Up to 10 
drivers can be linked to one dimmer.

8 Dimming options.

Wide, medium and narrow beam options can be selected, which can achieve the desired effect for the size of space.

N - Narrow 12° M - Medium 24° W - Wide 45° or 50°
The narrow beam option has a greater intensity, 
making it ideal for highlighting features.
(Not available in Dim to warm)

Medium beam option has more a wider spread of 
light, and is a good choice for corridors.

Wide beam angle is a good choice for creating an 
even spread of light across a wide open area. 

7 Beam angle.
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Three IP ratings are available depending on preference.

If you require a fire-rating from your 1901 downlight or rotatable spot, you will need a fire hood.

IP44IP20 IP65
The lowest IP rating of the range is perfect for 
almost all indoor spaces, such as living rooms, 
dining rooms and hallways.

A great choice where they may be a potential 
exposure to water spray, such as kitchens.

Where there is a high probability of water
spray and airborne moisture, choose IP65.
Great for bathrooms.

IP rating.

Make your 1901 product fire-rated.

9

Simply push the fire-rated hood into the void through the cut-out 
hole, and insert the fitting into place beneath it. A quick and easy 
way to fire-rate your 1901 product.

Product code:  BDLFH2
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Use the table below to work out the photometric data for your 1901 product.

Technical information.

1901 Colour temperature Beam angle Wattage CRI Lumens Efficacy (lm/W) lux at 1m

Single fitting (black baffle)

4000K 12° 9.6W ≥90Ra 750 78 9018

4000K 24° 9.6W ≥90Ra 740 77 3595

4000K 50° 9.6W ≥90Ra 725 76 1318

3000K 12° 9.6W ≥90Ra 650 68 7816

3000K 24° 9.6W ≥90Ra 640 67 3191

3000K 50° 9.6W ≥90Ra 625 65 1136

2700K 12° 9.6W ≥90Ra 600 63 7214

2700K 24° 9.6W ≥90Ra 590 61 2866

2700K 50° 9.6W ≥90Ra 575 60 985

Dim to warm 24° 9.6W ≥90Ra 600 60 3320

Dim to warm 45° 9.6W ≥90Ra 600 60 1260

Double fitting (black baffle)

4000K 12° 19.2W ≥90Ra 2 x 750 78 2 x 9018

4000K 24° 19.2W ≥90Ra 2 x 740 77 2 x 3595

4000K 50° 19.2W ≥90Ra 2 x 725 76 2 x 1318

3000K 12° 19.2W ≥90Ra 2 x 650 68 2 x 7816

3000K 24° 19.2W ≥90Ra 2 x 640 67 2 x 3191

3000K 50° 19.2W ≥90Ra 2 x 625 65 2 x 1136

2700K 12° 19.2W ≥90Ra 2 x 600 63 2 x 7214

2700K 24° 19.2W ≥90Ra 2 x 590 61 2 x 2866

2700K 50° 19.2W ≥90Ra 2 x 575 60 2 x 985

Dim to warm 24° 19.2W ≥90Ra 2 x 600 60 2 x 3320

Dim to warm 45° 19.2W ≥90Ra 2 x 600 60 2 x 1260

Single fitting (white baffle)

4000K 12° 9.6W ≥90Ra 750 78 9018

4000K 24° 9.6W ≥90Ra 740 77 3595

4000K 50° 9.6W ≥90Ra 725 76 1318

3000K 12° 9.6W ≥90Ra 650 68 7816

3000K 24° 9.6W ≥90Ra 640 67 3191

3000K 50° 9.6W ≥90Ra 625 65 1136

2700K 12° 9.6W ≥90Ra 600 63 7214

2700K 24° 9.6W ≥90Ra 590 61 2866

2700K 50° 9.6W ≥90Ra 575 60 985

Dim to warm 24° 9.6W ≥90Ra 600 60 3320

Dim to warm 45° 9.6W ≥90Ra 600 60 1260

Double fitting (white baffle)

4000K 12° 19.2W ≥90Ra 2 x 750 78 2 x 9018

4000K 24° 19.2W ≥90Ra 2 x 740 77 2 x 3595

4000K 50° 19.2W ≥90Ra 2 x 725 76 2 x 1318

3000K 12° 19.2W ≥90Ra 2 x 650 68 2 x 7816

3000K 24° 19.2W ≥90Ra 2 x 640 67 2 x 3191

3000K 50° 19.2W ≥90Ra 2 x 625 65 2 x 1136

2700K 12° 19.2W ≥90Ra 2 x 600 63 2 x 7214

2700K 24° 19.2W ≥90Ra 2 x 590 61 2 x 2866

2700K 50° 19.2W ≥90Ra 2 x 575 60 2 x 985

Dim to warm 24° 19.2W ≥90Ra 2 x 600 60 2 x 3320

Dim to warm 45° 19.2W ≥90Ra 2 x 600 60 2 x 1260
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